
Introducing 
the “Smart Move” Screen
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SSM200RADV 100 2030X1520 2317 1942 50 50 200 2639X265X205 34.3/37.0

(4:3) SSM240RADV 120 2338x1755 2625 2182 50 50 200 2947x265x205 38.7/41.8

SSM300RADV 150 3048x2286 3335 2710 50 50 200 3657x265x205 50.5/56.0

SSM171RADWSF 77 1710x958 1997 1380 50 50 200 2319x265x205 28.0/31.0

SSM177RADWSF 80 1771X996 2058 1418 50 50 200 2380x265x205 29.1/32.0

SSM200RADWSF 92 2030X1145 2317 1567 50 50 200 2639x265x205 33.4/36.5

(16:09) SSM220RADWSF 100 2214x1245 2501 1667 50 50 200 2823x265x205 36.3/40.0

SSM240RADWSF 106 2338x1320 2625 1742 50 50 200 2947x265x205 38.3/41.5

SSM265RADWSF 120 2656x1494 2943 1916 50 50 200 3265x265x205 43.7/47.0

SSM300RADWSF 136 3048x1715 3335 2137 50 50 200 3657x265x205 50.1/55.0

SSM150RADB 60 1520x1520 1757 1942 25 50 200 2079x265x205 24.7/27.7

SSM180RADB 70 1780x1780 2013 2202 23 50 200 2335x265x205 29.0/32.3

(1:1) SSM200RADB 84 2030x2030 2317 2452 50 50 200 2639x265x205 33.5/37.0

SSM240RADB 96 2338x2338 2625 2760 50 50 200 2947x265x205 38.8/42.50

SSM260RADB 100 2540x2540 2827 2962 50 50 200 3149x265x205 42.9/47.0

A world leading product that overcomes one of the main problems we encounter - Customers often want extra drop

on their screen to cope with very high ceilings or stage settings. This can be done but, long fabric tends to curl and

of course the casing is often in the way of stage lighting.

Our new screen has two motors to enable the casing to be dropped up to 5 metres on the metal wires built into it.

The drop can be adjusted from the remote control at ground level meaning very easy installation. You can set it to

one button control to drop the casing and also let the projection fabric out of the casing. Power is via a supplied

reel which is fitted at roof level and then allows the power to unwind as the screen drops. As it retracts back the coil

roles back the electric lead. All you need is a one gang plug at roof level to power this screen.
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Please see the diagram on page 2 for key to above



Key diagram for page one table
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